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DELTA PART no.:
12527 - Antenne 2,4GHz WBZ28 RG316-SMA(m) 2m CBL

12528 - Antenne 2,4GHz WBZ28 RG316-SMA(m) 3m CBL

GENERAL TECHNICAL DEtAILS
Antenna Frequency range 2400 - 2483,5MHz

Band width 83,5MHz
Polarization Linear
Gain 3dBi
V.S.W.R <2.0
Impendance 50Ω

Mechanical Cable RG316
Connector SMA
Mounting method Screw

Environmental Operating temperature -40oC - 85oC
Relative humidity Up to 95%
Ingress Protection IP67 (excl. cable outlet)
Vibration 10 to 55Hz with 1.5mm 

amplitude 2 hours

ANTENNA 2,4GHz WBZ28 RG316-SMA(m) with CBL

GENERAL INFORMATION DESCRIPTION

RADIATION PATTERN
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DELTA PART no.:
12501 - Antenna sector 2.4 GHz 8.5 dBi

12537 - Cable for antenna RG316 2m

12531 - Cable for antenna RG316 3m

12529 - Cable for antenna RG316 5m

ANTENNA SECTOR 2,4GHz w/CABLE
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GENERAL TECHNICAL DEtAILS
Antenna Frequency range 2400 - 2500MHz

Band width 83,5MHz
Polarization Vertical
Gain 8.5dBi
V.S.W.R 1.5
Impendance 50Ω

Mechanical Cable RG316
Connector SMA
Mounting method Screw

Environmental Operating temperature -40oC - 85oC
Ingress Protection IP67 (excl. cable outlet)
Front to back ratio 12dB
Windload Frontal: 15N at 160km/h 

Wind speed survival: 
220km/h

Dimentions Height: 101mm 
Width: 81mm
Height: 36mm

Weight 0.11kgs

GENERAL INFORMATION GAIN TABLE

RADIATION PATTERN Frequence: 2400MHz


