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OPERATIONAL EXPERIENCE

Well proven system with more than 30 years of
operational experience in harsh environmen ts.
Easy installation and operation.

IMPROVES HSE

Provides safer operation with remote instant
shutdown. External override and External stop.
More freedom with no cable limitations

HIGH RELIABILITY

Less maintenance with no cable to fray or break.
Long battery life 1+ year changeable by user.

Firmware upgrade on-site with mobile device.
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YOUR SAFETY IS KEY T0 OUR PRODUCTS.
DEVELOPED TO MAKE YOUR HSE
ENVIRONMENT BETTER AND ENSURE LONG
LIFE RELIABILITY.
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3241 Sandefjord

Norway

E-mail: hello@deltarc.no

DELTA

Remote Control

D220 WIRELESS
JELING
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DELTA REMOTE CONTROL ARE DESIGNING AND
MANUFACTURING HIGH QUALITY WIRELESS RADIO

REMOTE CONTROLS.
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DE220 B2

2 MAIN FUNCTIONS REMOTE UNIT:
« Deadman push-button

» Remote shutdown/STOP and pairing button

DE220 B3

3 MAIN FUNCTIONS REMOTE UNIT:
« Deadman push-button
« Hose rewind (customer option)
+ Remote shutdown/STOP and pairing button
FEATURES:
« Vehicle interlock when remote unit are in use

DE220 B4

4 MAIN FUNCTIONS REMOTE UNIT:

« Deadman push-button

+ Hose rewind (customer option)

» Remote shutdown/STOP and pairing button
«  Pump speed/flow rate (customer option)
FEATURES:

« Vehicle interlock when remote unit are in use

FOR ALL VERSIONS

FEATURES:
+ Ext.STOP and override

+ 3 preprogrammed timers and 1 customer optional

» Easy pairing of remote unit and control unit

» Primary battery operating time; 1+ year
(coin battery, changeable by user)

BATTERY OPTIONS:

« Battery for 2+ years operation (not rechargeable)

« Battery for 1+ year operation (rechargable)

The DE220 Wireless Fuelling Controller is designed to deliver safe,
reliable, and trouble-free operation in demanding environments where
secure communication and robust performance are critical. Engineered
to handle heavy radio traffic and complex operational conditions, the
DE220 ensures that refuelling tasks can be carried out with maximum
safety, efficiency, and confidence. By combining proven reliability with
modern wireless standards, the DE220 has been fine-tuned to meet
today’s requirements while remaining flexible for the evolving needs of
tomorrow.

THE NEXT GENERATION WIRELESS FUELLING CONTROL
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EX/ATEX WORLD WIDE 30 YEARS MODERN
PENDING SERVICE EXPERIENCE TECHNOLOGY

SAME RELIABILITY, NEW TECHNOLOGY.

Building on more than 30 years of industry expertise, the DE220
represents the next generation of wireless control technology,
developed through continuous innovation and field experience.

Its design reflects a deep understanding of the challenges faced by
operators in both civilian and military aviation, offering a balance of
advanced functionality, rugged durability, and user-friendly operation.

COUNTRIES WITH SALES
AND SERVIGE PARTNERS,
DELIVERY WORLD WIDE.

KEY TECHNICAL FEATURES

FAST AND EASY UPGRADE

.

No downtime and easy upgrade from old to new Control Unit (CU).
Option to connect a wired third-party deadman.

Remote unit (RU) has exceptional low power consumption with
1+ year op time.

RELIABILITY AND STABILITY

Delivers stronger immunity to interference and more consistent
stability than prior generations.

Integrated timer aligned with JIG recommendations.

External inputs for STOP, override, and differential pressure
monitoring.

SCALABILITY AND CUSTOMIZATION

Available in three different versions to suit different operational
needs.

The Control Unit has 16 outputs and one dedicated stop.

Features such as hose rewind, pump speed control, and vehicle
interlock available in advanced models.

Software updates on site made easy through mobile devices with
standard wireless technology.

SAFETY DISCONNECT IF CONNECTION IS LOST

TECHNICAL INFORMATION

Frequency: BLE 2.4Ghz
Operating range: up to 30 meters
Operation temperature: from - 20 to + 50°C
Protection:
« Remote Unit (RU): IP65
« Control Unit (CU): IP52
RU power consumption connnected: 100pA
RU power consumption deep sleep: < 1uA
RU outputs: scaleable up to 6 buttons
CU outputs: 16 available + 1 dedicated stop
+ Deadman
« Stop
« Warning light
+ Warning sound
Timers: 3 pre programmed + 1 customer optional

Future option of RS485 connections



